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DIY Surface Tissue (Data Sheet) 

Lightweight fibreglass tissue (40gsm) 

Description  

DIY surface tissue is an extremely lightweight fibre glass tissue that is compatible with most 

polyester, vinyl-ester and epoxy resin systems. It is used most frequently between the back 

of gel coats and the main re-enforcements on either components or tooling to assist with 

providing and excellent bond between the two surfaces with minimal voids and reduced 

print through from the CSM. It can also be used as a final top layer of the laminate on top of 

heavier grade CSM main re-enforcements to provide a smoother more cosmetically 

attractive finish.  

Benefits  

• Rapid wet-through and wet-out  
• Better surface for main re-enforcement to adhere too  
• Minimise aid voids  

• Better B side finish to laminate  
• Enhance mechanical strength of laminate 

Technical Data  
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Sizes  

Roll width of 1000mm sold with a minimum order of 5 linear metres  

Further Information  

All information presented within this document is believed to be accurate and reliable, but 
is solely for the user's consideration, investigation and verification. Our technical advice, 
whether verbal, or in writing is given in good faith, but without warranty express or implied– 
this also applies where proprietary rights of third parties are involved.  

The information is not to be taken as an express or implied representation or warranty for 
which DIY Composites LTD assumes legal responsibility. Any warranties, including but not 
limited to warranties of merchantability, fitness for use or non-infringement of intellectual 
property rights of third parties, are herewith expressly excluded. 

 It is the sole responsibility of the user and or purchaser to ensure the product is suitable for 
their purposes which will require them making tests to ascertain this.  DIY Composites LTD 
or any parent or subsidiary company of it will not be held liable for any damage to person or 
property or monetary loss stemming from the use of this or any of its products. 

Since the user's product formulations, specific use applications and conditions of use are 
beyond the control of DIY Composites LTD we make no warranty or representation 
regarding the results which may be obtained by the user. It shall be the sole responsibility of 
the user to determine the suitability of any of the products mentioned for the user's specific 
application.  

DIY Composites requests that the user reads, understands with the information contained 
herein and the current Material Safety Data Sheet.  

DIY Composites  
 

DIY Composites LTD  markets and sells composite materials online and from its premises 
for the end user.  
 

For any enquiries please contact DIY Composites by email at info@diycomposites.co.uk  
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