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DIY VE120 Vinyl Ester Laminating Resin  

Vinyl ester laminating resin  

DIY VE120 Vinyl Ester laminating resin is a versatile premium grade resin that can be used as 
part of the DIY Composites ECO tool system or can be used as a laminating resin within the 
manufacturing of components with composite re-enforcements such as glass chopped 
strand matting (CSM) . The resin benefits from the following key features; 

- Excellent laminate strength 
- High heat resistance 
- Good surface quality 
- Excellent hydrolysis resistance - User friendly processing  
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Applications  

DIY VE120 resin is suitable for a large variety of applications including for marine 
applications and can be hand layed-up or sprayed-up. DIY VE120 resin is designed as a 
premium skin coat resin and back up resin for high performance applications and has been 
used in the motorsport sector and marine sector.  

Method of use  

Stir the resin thoroughly in its original container. Take the needed quantity of resin into a 
large enough container to be able to add 1.5% of DIY MEKP Catalyst or high quality 
equivalent and mix the catalyst thoroughly into the resin making sure that none of the resin 
is left anywhere in the mixing cup unmixed. 

Typical hand laminating is done by brush. The user must ensure good wetting out of the 
laminate and avoid air voids and air entrapment in the laminate. Once application by brush 
is complete then allow the laminate to fully cure at ambient.  

For best results whether as part of the DIY Eco Tool range or as a laminating resin in a 
component then once the item is fully cured, a post cure at 40 – 50 degrees on the pattern 
can be completed. Always ensure your pattern material is suitable though before post 
curing.  

Storage  

It is highly recommended that all material is stored at stable temperature under 25 C 
preferably indoors, and away from sunlight and within a metal COSHH cuboard. Prolonged 
storage outside of recommended conditions can influence liquid resin properties like 
viscosity and gel time. It is also strongly recommended to mix resin thoroughly before use.  

Shelf life of DIY VE120 is three (3) months.  

Further Information  

All information presented within this document is believed to be accurate and reliable, but 
is solely for the user's consideration, investigation and verification. Our technical advice, 
whether verbal, or in writing is given in good faith, but without warranty express or implied– 
this also applies where proprietary rights of third parties are involved.  

The information is not to be taken as an express or implied representation or warranty for 
which DIY Composites LTD assumes legal responsibility. Any warranties, including but not 
limited to warranties of merchantability, fitness for use or non-infringement of intellectual 
property rights of third parties, are herewith expressly excluded. 
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 It is the sole responsibility of the user and or purchaser to ensure the product is suitable for 
their purposes which will require them making tests to ascertain this.  DIY Composites LTD 
or any parent or subsidiary company of it will not be held liable for any damage to person or 
property or monetary loss stemming from the use of this or any of its products. 

Since the user's product formulations, specific use applications and conditions of use are 
beyond the control of DIY Composites LTD we make no warranty or representation 
regarding the results which may be obtained by the user. It shall be the sole responsibility of 
the user to determine the suitability of any of the products mentioned for the user's specific 
application.  

DIY Composites requests that the user reads, understands with the information contained 
herein and the current Material Safety Data Sheet.  

DIY Composites  
 

DIY Composites LTD  markets and sells composite materials online and from its premises 
for the end user.  
 

For any enquiries please contact DIY Composites by email at info@diycomposites.co.uk  
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